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的检测，其核心 CPU 为 AT89C52 芯片，独立完成温
度、湿度、CO 浓度的数据采集、显示、存储、查询
等功能。温度、湿度、CO 浓度的实时数据由模拟采








A Portable Environment Parameters Detector
Designed Based on MCU AT89C52




Abstract: In this paper,a portable environment parameters detector was designed.It mainly
designed with the adoption of the MCU AT89C52 together with special sensor. It can detect the
temperature, humidity and CO concentration by designing the proper acquisition circuit and it
can also work interactively when displaying, and requesting relative data. To improve the sys-
tem's performance, the linearization method was utilized for those small space intervals on
the humidity look-up data designing to simplify the MCU processing.
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节。每分钟打上 1 个月、日、时、分标志，占用 4











器 OP07 转为电压的变化量，ADC0809 对输出电压 V
out 模数转换。
热敏电阻 RT 在 25℃时阻值为 10k 。要使 25℃
时电路输出电压 Vout 落在 ADC0809 转换线性区中间，
且-40~+60℃时 Vout 均在 0~5V 之间，要求电路阻值
R1=1000k ，R2=R3=10k ，可得出 25℃电路输出电压
Vout=2.47V。
1.3 湿度采集电路设计




图 3为 HS1101 在仪器中的应用电路部分。




在本仪器中，从 555 定时器 3 引脚输出的脉冲






























































相对湿度值（%） 0 10 20 30 40 50
输出频率（Hz） 7351 7224 7100 6976 6853 6728
相对湿度值（%） 60 70 80 90 100
输出频率（Hz） 6600 6468 6330 6186 6033
技术论坛
中国仪器仪表
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